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Pull-Down Filtered Kitchen Faucet 
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MODEL NUMBER:

❑ 4902330.XXX Pull-Down Filter Kitchen Faucet

SUGGESTED SPECIFICATION:
Single control kitchen pull-down faucet shall feature a filtration system with filter life indicator, replacement of filter above deck, and metal 
lever handle. Shall also feature washerless ceramic disc valve cartridge and flexible Stainless Steel supply hoses. Faucet shall be  
American Standard Model #4902330.___.  

PRODUCT FEATURES:
• Quick and easy filter replacement from countertop

•  Nothin’ but H20: Reduces Chlorine, Lead, Particles,  
and Improves Taste & Odor

• Instant Cold Filtered Water With a Press of a Button

•  Truly Filtered From the Start: Separate cold waterway 
means immediate filtered H20 that never mixes with  
unfiltered water  

•  Install it Yourself, Like a Boss: Two Filter Install Options  
- Countertop Level or Inside Cabinet

• Filter Life (300 gal.)

•  Filter Indicators Take Out the Guesswork  
Low Filter            
Very Low Filter 
Replace Filter 
Replace Batteries

• Dual spray function for ease of cleaning

•  Re-Trax feature ensures smooth retraction of spray head  
after use

•  Dock-Tite magnetic docking system secures the spray  
head in place

• 1.5 gpm flow rate

• Ceramic disc valves for drip free performance

• Limited Lifetime Guarantee

GENERAL DESCRIPTION:
The Saybrook Filtration faucet features a built-in  
filtration system that is activated with a simple  
press a button, a filter life indicator light, and  
easy to replace filter at your counter top.   

How it Works

The filter reduces impurities such as lead,  
chlorine, and debris particles through a 3-stage  
filtration process. With a simple press of a  
button you get filtered water immediately.   
Unlike competition, the Saybrook Filtration faucet  
never mixes with unfiltered water and there’s  
no waiting time for crisp, great tasting water.   
To simplify the experience even further, the  
filter can be installed on your countertop in one  
of the sink holes next to the faucet, so changing  
the filter is always right at your fingertips.  
When it comes time to replace the filter, the Saybrook  
faucet has you covered. Equipped with IntelliSense  
the system will indicate when the filter is low  
(half white ring), very low (red ring), when it’s time to  
replace the filter (blinks red), and even when it’s  
time to swap out the AA batteries (illuminates orange).   
It’s truly that simple!
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1.5 gpm/5.7 L/min. FLOW RATE

2.2 gpm/8.3 L/min. FLOW RATE

CODES AND STANDARDS
These products meet or exceed the following  
codes and standards: 

ANSI A117.1
ASME A112.18.1
CSA B125.1
NSF 61/Section 9
NSF 372
NSF 42 for the reduction of chlorine, taste & odor, 
and particulate, class I
NSF 53 for the reduction of lead 
DOE / CEC / cUPC

Product
Number Description

Finish Options

Polished
Chrome

Stainless
Steel

002 075

4902330 Saybrook 2-in-1 Filter Faucet w/ Above & Below Deck Filter Capabilities
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Meets the American Disabilities Act Guidelines and ANSI A117.1 
Requirements for the physically challenged.

60 mm MAX.
(2-3/8")  

10-3/8"
(263 mm)

18-15/16"
(465 mm) 8-1/2"

(216 mm)

35 to 38 mm
(1-3/8" to 1-1/2") DIA.

MOUNTING HOLE

SUPPLIES
ARE 3/8 
COMPRESSION

3-5/16"
(84 mm)

10-7/16"
(265 mm)

10-5/8"
(270 mm)

Ø60

31 mm
(1-1/4")

54 mm
(2-1/8")

62 mm
(2-7/16")

Meets CSA B651 Barrier Free code. Check local codes.


